B3 DIGBY S STAGE LIGHTING APPARATUS K&

A List of Pattern Numbers as shown in Digby's Catalogues.
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DIGBYS

Pattern No. Description Rating / Wattage Notes STAGE LIGHTING
. . XRATUS
A Resistance Unit Wall Mounted
B Resistance Unit Wall Mounted
Al Resistance Unit 100w - 300w Sliding Contact Type
B1 Resistance Unit 400w - 600w Sliding Contact Type
c1 Resistance Unit 800w - 1200w Sliding Contact Type
20 Patent Stage Arc Lamp Carbon Arc Focussing Type with Shutter
23 Patent Stage Arc Lamp Carbon Arc Flooding Type with Shutter
25 Stage Arc Lamp Carbon Arc Focussing Type without Shutter
26 Stage Arc Lamp Carbon Arc Flooding Type without Shutter
30 Projector Carbon Arc. 20Amp  Focus or Flood for Front of House
39 Projector Lantern 400w - 1000w 6 Inch PC Lens. Can also take Arc Mechanism
41 Baby Spot, Non-Focussing 200w 4%" PC Lens. Round Type, Non-Focussing (Replaced by Patt.49)
42 Half-Watt Projector Lantern 250w 4%" PC Lens. Square Type, Non-Focussing
43 The Digby "Half-Watt" Box 500 - 1000w Flooding - Use Achromatic Screens / Projecting with Lens
44 The Digby "Half-Watt" Box 300w Flooding.
45 Panorama Flood Lantern 1500w With Colour Changing Frames
46 Projector Lantern 400w 6 Inch PC Lens
47 Projector Lantern 400w - 1000w 6 Inch PC Lens
49 Half-Watt Projector Lantern 250w 4%" PC Lens. Focussing
50 Flood Lantern 200w Shop Window Light
51 "D" Type Baby Spot 100w Small lantern for Floats or where space is limited.
52 Small Flood Lantern 500w Aluminium Reflector for 1000 Candle Power Lamps
53 Small Floor Flood Lantern 200w Sits on the floor, No Trunion.
54 Small Floor Flood Lantern 200w As Pattern 53, but adapted for Shop Window & Display use.
55 The Digby Batten 18 x 1000w Compartment Batten
56 The Digby Batten 9 x 200w Compartment Batten
60 (500w) Panorama Flood Lantern 500w Made in two sizes.
60 (1000w) Panorama Flood Lantern 1000w Made in two sizes.
80 Effect Projector Carbon Arc
85 Optical Attachment Lens assmebly for Pattern 80
100 Combination Spot 500w Can be used for Spotting or Flooding
101 Dimming Resistance 100w Sliding Contact Type
102 Dimming Resistance 200w Sliding Contact Type
103 Dimming Resistance 300w Sliding Contact Type
104 Dimming Resistance 400w Sliding Contact Type
105 Dimming Resistance 500w Sliding Contact Type
106 Dimming Resistance 600w Sliding Contact Type
107 Dimming Resistance 700w Sliding Contact Type
150 Compartment Batten 4 x 150w Shop Window Trough Light
160 Flood Lantern 150w Shop Window Light
210 Dimming Resistance 1000w Stud Contact Type
212 Dimming Resistance 1250w Stud Contact Type
215 Dimming Resistance 1500w Stud Contact Type
217 Dimming Resistance 1750w Stud Contact Type
220 Dimming Resistance 2000w Stud Contact Type
225 Dimming Resistance 2500w Stud Contact Type
Others,  Multiple Colour Footlight Sliding Colour Change

Un-numbered

Footlights & Proscenium Lengths
Battens

Achromatic Frosted Screens:

No. 1
No. 2
No. 3

For Flooding
General Projecting
For Focussing

Various designs.
Various designs.
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